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EMT CONDUIT:
Steel Straps: One Hole / Two Hole

Size Range: 1/2” to 4”
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EMT Steel Straps
• To securely fasten and support EMT metal conduit 

to the mounting surface
• For use in wet or dry locations
•  Bright electro zinc finish for corrosion protection

Two-Hole EMT Type
Unit Std WT/

Cat. # Size Ctn Pkg 100

CSE502* 1/2" 100 1000 2

CSE752* 3/4" 100 500 3

CSE1002* 1" 50 250 3

CSE1252* 1-1/4" 30 150 6

CSE1502* 1-1/2" 25 125 8

CSE2002* 2" 15 75 14

CSER2502* 2-1/2" - 20 17

CSER3002* 3" - 10 23

CSER3502* 3-1/2" - 10 26

CSER4002* 4" - 10 33

One-Hole BX Type
Unit Std WT/

Cat. # Size Ctn Pkg 100

CSBX381 12-2, 12-3, 100 1000 1

10-2, 10-3

One-Hole EMT Type
Unit Std WT/

Cat. # Size Ctn Pkg 100

CSE501* 1/2" 100 1000 3

CSE751* 3/4" 100 500 4

CSE1001* 1" 50 250 6

CSE1251 1-1/4" 30 150 9

CSE1501 1-1/2" 25 125 13

CSE2001 2" 20 100 17

CSER2501 2-1/2" - 20 42

CSER3001 3" - 10 49

CSER3501 3-1/2" - 10 71

CSER4001 4" - 10 78
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