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One drill bit is packaged in each box of tappers.

Catalog Number Standard Standard Wt./ Drill Bit Reference
HEX PFH Size Box Carton 100 Straight SDS HEX
2700 2740 3/16" x 1 1/4" 100 500 3/4 2781 2793
2702 2742 3/16" x 1 3/4" 100 500 1 2781 2793
2704 2744 3/16" x 2 1/4" 100 500 1 1/4 2782 2793
2706 2746 3/16" x 2 3/4" 100 500 1 1/2 2782 2793
2708 2748 3/16" x 3 1/4" 100 500 1 3/4 2783 2794
2710 2750 3/16" x 3 3/4" 100 500 2 1/4 2783 2794
2712 2752 3/16" x 4" 100 500 2 1/2 2783 2794
2720 2760 1/4" x 1 1/4" 100 500 1 1/2 2785 2796
2722 2762 1/4" x 1 3/4" 100 500 1 3/4 2785 2796
2724 2764 1/4" x 2 1/4" 100 500 2 2786 2796
2726 2766 1/4" x 2 3/4" 100 500 2 3/4 2786 2796
2728 2768 1/4" x 3 1/4" 100 500 3 1/4 2787 2797
2730 2770 1/4" x 3 3/4" 100 500 3 3/4 2787 2797
2732 2772 1/4" x 4" 100 100 4 1/2 2787 2797
– 2774 1/4" x 5" 100 100 4 1/2 2788 –
– 2776 1/4" x 6" 100 100 5 1/2 2789 –

ORDERING INFORMATION

Blue Perma-Seal Tapper, Slotted Hex Head & Flat Head

Catalog Number Standard Wt./ Drill Bit Reference
HEX PFH Size Carton 100 Straight SDS HEX
9462 9476 3/16" x 1 1/4" 2,000 3/4 2781 2793
9463 9477 3/16" x 1 3/4" 2,000 1 2781 2793
9464 9478 3/16" x 2 1/4" 2,000 1 1/4 2782 2793
9465 9479 3/16" x 2 3/4" 2,000 1 1/2 2782 2793
9466 9480 3/16" x 3 1/4" 1,000 1 3/4 2783 2794
9467 9481 3/16" x 3 3/4" 1,000 2 1/4 2783 2794
9468 9482 3/16" x 4" 1,000 2 1/2 2783 2794
9469 9483 1/4" x 1 1/4" 2,000 1 1/2 2785 2796
9470 9484 1/4" x 1 3/4" 2,000 1 3/4 2785 2796
9471 9485 1/4" x 2 1/4" 1,000 2 2786 2796
9472 9486 1/4" x 2 3/4" 1,000 2 3/4 2786 2796
9473 9487 1/4" x 3 1/4" 1,000 3 1/4 2787 2797
9474 9488 1/4" x 3 3/4" 1,000 3 3/4 2787 2797
9475 9489 1/4" x 4" 1,000 4 1/2 2787 2797
– 9490 1/4" x 5" 1,000 4 1/2 2788 –
– 9491 1/4" x 6" 500 5 1/2 2789 –

Blue Perma-Seal Tapper (Master Packaging)

Hex head Tapper anchors are measured from below the washer while flat head Tapper anchors are measured end to end. To select
the proper minimum anchor length, determine the embedment depth required to obtain the desired load capacity. Then add the
thickness of the fixture, including any spacers or shims, to the embedment depth.
Do not select a length that will result in an embedment into the base material which is greater than 1 3/4" to 2".
Most concrete screw anchors cannot be properly driven to a depth of more than 2", especially in denser base materials.


